
1:	 LIMESTONE ALURI, Rustic Ochre Multi (ROM)

2:	 LIMESTONE ALURI, Sapphire Storm (SS)

3:	 LIMESTONE ALURI, Charcoal (CL)

Main Image: LIMESTONE ALURI Paving, Rustic 
Ochre Multi (ROM).  
Designed and Installed by  
PJB Groundworks Ltd. Darlington

Secondary Image: LIMESTONE ALURI Paving, 
Sapphire Storm (SS). Edged with DRIVESETT KERB, 
Pennant Grey (PG), NATURAL STONE SETTS Sawn 
& Tumbled, Silver Birch (SB)

limestone aluri
Premium Grade Limestone

This product comes with specific installation 
guidelines. Please contact our Technical Advisory  
Team on 0370 411 2233 or visit our website  
www.marshalls.co.uk prior to installation.

For more product notes see p106-107 or website

The beautiful, natural texture of ethically sourced Limestone Aluri  
creates a truly unique finish in any setting. The inherent 
characteristics and veining in Limestone Aluri creates stunning 
individual character. Available in three striking colourways, with Rustic 
Ochre Multi and Charcoal offering a lighter, riven surface texture and 
Sapphire Storm providing a prestigious sawn and tumbled finish. 

Complete The Look 
Recommend: Borders p46 Walling p91 Decorative Aggregates p102

Stunning natural 
textured limestone

TRA
D

ITIO
N

A
L PAVIN

G

Sizes mm
(nominal)

No. 
items/
pack

No. /
m2

m2/
pack Colours Order 

Select

Full
Packs

845 x 560 x 22 35 2.1 16.56

CL ✓
560 x 560 x 22 60 3.2 18.82

560 x 275x 22 120 6.5 18.48

275 x 275 x 22 210 13.2 15.90

11.3m2 

Project 
Pack

845 x 560 x 22/25* 9 2.1

11.25
ROM 

SS
CL

✓** 

560 x 560 x 22/25* 8 3.2

560 x 417 x 22/25* 10 4.3

560 x 275 x 22/25* 10 6.5

275 x 275 x 22/25* 8 13.2

*	 Please note, Charcoal Limestone is calibrated to 22mm thickness and Sapphire Storm and 
Rustic Ochre Multi are calibrated to 25mm

**	 For Order Select details on Project Packs see p178
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www.marshalls.co.uk/homeowners


